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SPECIFICATIONS & PACKING INFORMATION

The MasterBox CM694

The CM690 line is praised for its build versatility and expansive 
capabilities—the new MasterBox CM694 stays true to its origin 
while decreasing its footprint by 10% in comparison to the 
original CM690 III. Using only the latest technology, the fine 
mesh on the CM694 achieves optimal airflow while also 
filtering out dust with a single layer. 

A modernized I/O Panel features a USB Type-C port, 2x USB 3.0 
ports, and a 4-pole headset jack with simultaneous audio and 
mic capabilities. The MasterBox CM694 houses bleeding-edge 
hardware, gamer-grade cooling, and has plenty of storage for 
workstation demands.

Curved Mesh – The top and front panel are entirely mesh 
for optimal ventilation, featuring the iconic CM690 curve 
and Cooler Master’s signature rhombus pattern.

Massive Storage Support – Simultaneous support for 6 x 
HDDs and 8 x SSDs ensure substantial storage capabilities.

Modular Drive Cages – 3 Drive Cages can be individually 
added, removed, or repositioned to make room for longer 
graphics cards and/or top & front radiators. 

Rich Connectivity (I/O Panel) – The dust-proof I/O Panel 
features rubber shields, 2 x USB 3.0 ports, a USB 3.1 (Gen 
2) Type-C port, and a 4 pole headset jack. The single 4 pole 
headset jack features both audio and microphone 
capabilities simultaneously so separate jacks are not 
needed.

Extensive Water Cooling Support – The internal layout 
can be configured specifically for dual 360mm radiators on 
the top and front panel to guarantee thermal proficiency.

Graphics Card Support Up To 410mm – Generous 
clearance space is provided to support the latest graphics 
cards.
*with drive cage removed

Graphics Card Stabilizer – Graphics cards installed within 
the case are reinforced by an arm, ensuring the safe 
delivery and transportation of systems. 

MASTERBOX CM694
MCB-CM694-KN5N-S00(STEEL), MCB-CM694-KG5N-S00(TG) 

Product Name MasterBox CM694

Product Number MCB-CM694-KN5N-S00(Steel)
MCB-CM694-KG5N-S00(TG) 

Exterior Color Black

Materials
Exterior Mesh, Plastic

Left Side Panel Tempered Glass or Steel

Dimensions
(L x W x H)

incl. Protrusions 493mm x 220mm x 506mm (steel)
493mm x 224mm x 506mm (TG)

excl. Protrusions 482mm x 220mm x 477mm (steel)
482mm x 224mm x 477mm (TG)

Volume (Liters, excl. Protrusions) 50.6L (steel)
51.5L (TG)

Motherboard Support
Mini-ITX, Micro-ATX, ATX, (E-ATX up to 
12” x 10.7” impacts cable 
management options)

Expansion Slots 7

Drive Bays

5.25" 2

3.5"/2.5“ Combo 6 (3x drive cages)

2.5” SSD 8 (2 + 6 Combo)

I/O Panel

USB Ports USB 3.0 Type A x2, USB 3.1 Type-C x1

Audio In / Out 1x 4-pole 3.5mm Headset Jack 
(Audio+Mic)

Other Reset Switch

Pre-installed Fan(s)
Front 120mm fan x 2 (1200 RPM ± 200 RPM, 

3 pin connector)

Rear 120mm fan x 1 (1200 RPM ± 200 RPM, 
3 pin connector)

Fan Support

Top 120mm x 3 / 140mm x 2

Front
120mm x 3 / 140mm x 2 (without 
ODD)
120mm x 2 / 140mm x 2 (with ODD)

Rear 120mm x 1

Radiator Support

Top
120mm, 140mm, 240mm, 280mm,
360mm
(mount radiator below the bracket & fans 
above the bracket for maximum compatibility)

Front
120mm*, 140mm*, 240mm*, 
280mm**, 360mm**
(*remove 2 out of 3 drive cages)
(**remove 2 out of 3 drive cages & ODD cage)

Rear 120mm

Clearances

CPU Cooler 171mm

Power Supply 276mm (max)
160mm (drive cage rear position)

Graphics Card
410mm (max)
350mm (with stabilizer)
280mm (with stabilizer + drive cage)

Cable Routing Behind MB Tray 27~29mm

Dust Filters Top, Front, Bottom

Power Supply Support Bottom mount, ATX PS2

EAN code 4719512087305 (Steel)
4719512087299 (TG)

UPC code 884102059759 (Steel)
884102059742 (TG)

Net weight 9.4kg (Steel) / 10.4kg (TG)
Gross weight 11kg (Steel) / 12kg (TG)
Carton dimension (L x W x H) 560 x 312 x 604mm

Cont. W/ Pallet Carton/ Pallet W/O Pallet
20’ 192 24 240
40’ 432 24 504

40 HQ 504 28 588



FEATURES

Rich Connectivity (I/O Panel)

The dust-proof I/O Panel features 
rubber shields, 2 x USB 3.0 ports, a 
USB 3.1 (Gen 2) Type-C port, and a 
4 pole headset jack. The single 4 
pole headset jack features both 
audio and microphone capabilities 
simultaneously so separate jacks 
are not needed.

Extensive Water Cooling 
Support

The internal layout can be 
configured specifically for dual 
360mm radiators on the top 
and front panel to guarantee 
thermal proficiency.

Graphics Card Stabilizer

Graphics cards installed within 
the case are reinforced by an 
arm, ensuring the safe delivery 
and transportation of systems. 

Curved Mesh

The top and front panel are 
entirely mesh for optimal 
ventilation, featuring the iconic 
CM690 curve and Cooler 
Master’s signature rhombus 
pattern.

Massive Storage Support

Simultaneous support for 6 
x HDDs and 8 x SSDs 
ensure substantial storage 
capabilities.

Modular Drive Cages

3 Drive Cages can be 
individually added, removed, 
or repositioned to make room 
for longer graphics cards 
and/or top & front radiators. 


	Slide Number 1
	features

